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AMTS® (Advanced Motor Transient Suppressor)
Varistor/Capacitor Combination for EMI/Surge Supression

TDS-TS-0040 | Rev 1

KYOCERA AVX’s radial leaded AMTS products are a dual function product - multilayer, zinc oxide transient 
voltage suppressor combined with EMI filtering multilayer ceramic capacitors in a three leaded radial 
package. AMTS are designed to provide both transient voltage protection and EMI/RFI suppression for 
electric motor circuits. 

AMTS Series components are ideally suited to filter out EMI/RFI noise generated by electric motors. With 
a multilayer varistor (MLV) utilized in AMTS product, effective transient voltage protection is achieved to 
protect sensitive electronics from high voltage transients. The capacitors suppress high frequency noise 
on the line and between the line and housing. The Multilayer Ceramic Capacitors (MLCC) are designed with 
temperature stable X7R dielectric, allowing for wide temperature use with good capacitance stability.

Contact KYOCERA AVX with your custom requirements at circuitprotection@kyocera-avx.com.

APPLICATIONS
•	 EMI Filtering with Surge Protection
•	 Automotive & Transportation
•	 Electric Vehicles
•	 DC Motors
•	 Power Supplies
•	 Load Dump
•	 ESD Protection
•	 Inductive Switching 

GENERAL CHARACTERISTICS
•	 Custom Designs
•	 Three-Leaded Epoxy Encapsulated Radial Device
•	 Combination of Varistor and Capacitors
•	 Integrated Space Savings
•	 Bi-Directional Protection
•	 Operating Temperature: -40°C to +85°C
•	 AEC-Q200 Qualified
•	 Reduced Assembly Costs & Time

CONFIGURATIONS

D.

C2

L1 L2 L3

V1

C2

A.

L1 L3

V1

L2

C2C2

C1

C.

C1

L1 L2 L3

V1

C2

B.

L1 L2 L3

V1

C2

HOW TO ORDER
AMTS

Series

XXXX

Unique Code 
Identifier

003 = Configuration A
010B = Configuration B

XXXX = Your Custom Design

 – transient suppression products –

The Important Information/Disclaimer is incorporated in the catalog where these specifications came from or available 
online at www.kyocera-avx.com/disclaimer/ by reference and should be reviewed in full before placing any order.

http://www.kyocera-avx.com/disclaimer/
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*Drawings are for illustrative purposes only. Actual lead form shape and dimensions 
could vary within stated tolerances based on body size and design.

Good solderability of plated components is maintained for at least twelve months, provided the components are stored in their “as received” packaging 
at less than 30°C and 85% RH.

TYPICAL DIMENSIONS

STORAGE CONDITIONS

ELECTRICAL SPECIFICATIONS

Dimension Value mm (inch)
Width (Wmax) 6.35 (0.250)

Height (Hmax) 6.10 (0.240)

Thickness (Tmax) 5.00 (0.197)

Lead Spacing (LS Typ) 3.05 ± 0.76 (0.120 ± 0.03)

Lead Diameter (LD Typ) 0.508 (0.020)

Lead Length (L1) 22.86 ± 2.54 (0.900 ± 0.10) 
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Configuration

AMTS003 18 13.0 33±10% 54 1 15 0.7 1.5 200 1.0μF 120nF ±30% A

AMTS010B 18 13.0 33±10% 54 1 15 0.7 1.5 200 -- 100nF ±30% B

AMTSXXXX Your Custom Design

DC Working Voltage [V]
AC Working Voltage [V]
Min/Max Breakdown Voltage [V @ 1 mADC, 25°C]
Clamping Voltage [V @ IVC]
Test Current for VC [A, 8x20µS]
Maximum Leakage Current at the Working Voltage [µA, 25°C]
Transient Energy Rating [J, 10x1000µS]

Load Dump Energy [J]
Peak Current Rating [A, 8x20µS]
Capacitance for C1
Capacitance for C2
± 30% for both capacitors
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AMTS003 - S21 AMTS010B - S21
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The Important Information/Disclaimer is incorporated in the catalog where these specifications came from or available 
online at www.kyocera-avx.com/disclaimer/ by reference and should be reviewed in full before placing any order.

http://www.kyocera-avx.com/disclaimer/
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